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DUPONT Delrin® 527UV
UV Stabilized Medium Viscosity Acetal Homopolymer
Information provided by DuPont; Delrin was sold by DuPont in 2023.

Physical Properties Metric English Comments
Density 1.42 g/cc 0.0513 lb/in³ ISO 1183

Water Absorption 0.50 %
@Time 86400 sec

0.50 %
@Time 24.0 hour

Immersion; Sim. to ISO
62

1.2 %
@Thickness 2.00 mm

1.2 %
@Thickness 0.0787 in

Sim. to ISO 62

Moisture Absorption 0.200 %
@Thickness 2.00 mm

0.200 %
@Thickness 0.0787 in

Sim. to ISO 62

Linear Mold Shrinkage, Flow 0.020 cm/cm 0.020 in/in ISO 294-4, 2577
Linear Mold Shrinkage, Transverse 0.019 cm/cm 0.019 in/in ISO 294-4, 2577

Melt Flow
13 g/10 min
@Load 2.16 kg,

Temperature 190 °C

13 g/10 min
@Load 4.76 lb,

Temperature 374 °F

cm³/10min Volumetric;
ISO 1133

15 g/10 min
@Load 2.16 kg,

Temperature 190 °C

15 g/10 min
@Load 4.76 lb,

Temperature 374 °F
ISO 1133

Mechanical Properties Metric English Comments
Hardness, Rockwell M 92 92 ISO 2039-2
Hardness, Rockwell R 120 120 ISO 2039-2
Tensile Strength, Yield 70.0 MPa 10200 psi ISO 527-1/-2
Elongation at Break 30 % 30 % Nominal; ISO 527-1/-2
Elongation at Yield 15 % 15 % ISO 527-1/-2
Tensile Modulus 3.10 GPa 450 ksi ISO 527-1/-2
Flexural Strength 77.0 MPa 11200 psi ISO 178

78.0 MPa
@Strain 3.5 %

11300 psi
@Strain 3.5 %

ISO 178

Flexural Modulus 3.00 GPa 435 ksi ISO 178
Poissons Ratio 0.37 0.37

Izod Impact, Notched (ISO) 8.00 kJ/m²
@Temperature -40.0 °C

3.81 ft-lb/in²
@Temperature -40.0 °F

ISO 180/1A

8.00 kJ/m²
@Temperature 23.0 °C

3.81 ft-lb/in²
@Temperature 73.4 °F

ISO 180/1A

Charpy Impact Unnotched 26.0 J/cm²
@Temperature -30.0 °C

124 ft-lb/in²
@Temperature -22.0 °F ISO 179/1eU

26.0 J/cm²
@Temperature 23.0 °C

124 ft-lb/in²
@Temperature 73.4 °F ISO 179/1eU

Charpy Impact, Notched 0.800 J/cm²
@Temperature -30.0 °C

3.81 ft-lb/in²
@Temperature -22.0 °F

ISO 179/1eA

0.900 J/cm²
@Temperature 23.0 °C

4.28 ft-lb/in²
@Temperature 73.4 °F

ISO 179/1eA

Electrical Properties Metric English Comments
Volume Resistivity >= 1.00e+15 ohm-cm >= 1.00e+15 ohm-cm IEC 62631-3-1
Surface Resistance 2.00e+13 ohm 2.00e+13 ohm IEC 62631-3-2

Dielectric Constant 3.8
@Frequency 1e+6 Hz

3.8
@Frequency 1e+6 Hz

IEC 62631-2-1

3.8
@Frequency 100 Hz

3.8
@Frequency 100 Hz

IEC 62631-2-1

sa
le
sp
la
st
ic
s.
co
m

sa
le
sp
la
st
ic
s.
co
m

sa
le
sp
la
st
ic
s.
co
m

sa
le
sp
la
st
ic
s.
co
m

sa
le
sp
la
st
ic
s.
co
m

sa
le
sp
la
st
ic
s.
co
m

sa
le
sp
la
st
ic
s.
co
m

sa
le
sp
la
st
ic
s.
co
m

sa
le
sp
la
st
ic
s.
co
m

sa
le
sp
la
st
ic
s.
co
m

sa
le
sp
la
st
ic
s.
co
m

sa
le
sp
la
st
ic
s.
co
m

sa
le
sp
la
st
ic
s.
co
m

sa
le
sp
la
st
ic
s.
co
m

sa
le
sp
la
st
ic
s.
co
m

https://salesplastics.com/
https://salesplastics.com/
mailto:jerry@salesplastics.com
mailto:jerry@salesplastics.com
+86 18657312116


Website: salesplastics.com

Email: jerry@salesplastics.com

Phone: +86 18657312116

Dissipation Factor 0.0021
@Frequency 100 Hz

0.0021
@Frequency 100 Hz IEC 62631-2-1

0.0056
@Frequency 1e+6 Hz

0.0056
@Frequency 1e+6 Hz IEC 62631-2-1

Comparative Tracking Index 600 V 600 V IEC 60112

Thermal Properties Metric English Comments
CTE, linear, Parallel to Flow 110 µm/m-°C 61.1 µin/in-°F ISO 11359-1/-2

CTE, linear, Transverse to Flow 120 µm/m-°C 66.7 µin/in-°F ISO 11359-1/-2

Melting Point 178 °C 352 °F 10°C/min; ISO
11357-1/-3

Deflection Temperature at 0.46 MPa (66 psi) 163 °C 325 °F ISO 75-1/-2

Deflection Temperature at 1.8 MPa (264 psi) 90.0 °C 194 °F ISO 75-1/-2
Vicat Softening Point 160 °C 320 °F 50°C/h, 50N; ISO 306

174 °C 345 °F 50°C/h 10N; ISO 306

Flammability, UL94 HB
@Thickness 0.800 mm

HB
@Thickness 0.0315 in IEC 60695-11-10

Flame Spread 21.0 mm/min
@Thickness 1.00 mm

0.827 in/min
@Thickness 0.0394 in

ISO 3795 (FMVSS 302)

Processing Properties Metric English Comments
Melt Temperature 215 °C 419 °F Optimum, Injection

210 - 220 °C 410 - 428 °F Range, Injection
Mold Temperature 90.0 °C 194 °F Optimum, Injection

80.0 - 100 °C 176 - 212 °F Injection
Drying Temperature 80.0 °C 176 °F Injection

Dry Time 2.00 - 4.00 hour 2.00 - 4.00 hour Injection, Dehumidified
Dryer

Moisture Content <= 0.20 % <= 0.20 % Injection
Hold Pressure 80.0 - 100 MPa 11600 - 14500 psi Injection

100 MPa 14500 psi Injection

Annealing Temperature 160 °C 320 °F Optional; 2 mm/min;
Injection
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